
Surface Mount Schottky Barrier Rectifiers

Reverse Voltage : 20 TO 200 V 
Forward Current : 3.0 Amp
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Maximum Ratings and Electrical Characteristics
Ratings at 25 ℃ ambient temperature unless otherwise specified.

Single phase, half wave, 60HZ , resistive or inductive load.

For capacitive load, derate current by 20%.

Symbols SK32AF SK33AF SK34AF SK35AF SK36AF SK38AF SK310AF SK315AF Units

Maximum Recerrent Peak Reverse Voltage VRRM 20 30 40 50 60 80 100 150 V

Maximum RMS Voltage VRMS 14 21 28 35 42 56 70 105 V

Maximum DC Blocking Voltage VDC 20 30 40 50 60 80 100 150 V

Maximum Average Forward Rectified Current

at TL (See Fig. 1)

Peak Forward Surge Current,

8.3ms single half-sine-wave

superimposed on rated load (JEDEC method)

Maximum Forward Voltage at 2.0A (Note 1) VF V

@  TC = 25℃Maximum Reverse Current

at Rated DC Blocking Voltage    TC =100℃

Rθ JA

Rθ JL

Operating Junction Temperature Range TJ ℃

Storage Temperature Range Tstg ℃
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Features
  Low profile package

 Ideal for automated placement

Guard ring for over voltage protection

Low forward voltage drop

RoHS product for packing code suffix "G"

Halogen free product for packing code suffix "H" 

  Case : Molded plastic, DO-221AC (SMAF)

Epoxy : UL 94-O rate flame retardant

Terminals : Solder plated, Solderable per  MIL-    
STD-750, Method 2026

Mounting position : Any

Weight : Approximated 0.032gram 

Machnical Data

DO-221AC (SMAF)



  SK32AF THRU SK320AF

08-Jan-2018
Document No.SK32AF THRU SK320AF

www.crownpo.com

Surface Mount Schottky Barrier Rectifiers


	頁面 1
	頁面 2
	頁面 3



